
































TV Front

Remote sensor/Power indicator/Single button (Standby/Source)

Item

Description

Remote sensor

Receive remote signals from the remote control.

Do not put anything near the sensor, as its function may be
affected.

Power indicator

The light is red in standby mode.

TA?

Press the single button when in standby mode, and the TV will
be turned on.

Press the single button to call up the menu. When the focus is
on "Power Off", wait for 3 seconds, and then the TV will go into

Standby / Source | Standby mode automatically.
Press the single button to call up the menu, and then select
among the different input signal sources.
BINOTES

The Picture is Only for Reference.

Powering on the TV requires several seconds to load programmes. Do not rapidly
turn the TV off as it may cause the TV work abnormally.




TV Rear

43"/50"/55"
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UsB1
DC 5V = 0.5A(MAX)

ANT 1
DVB-T/T2/C

ANT 2

AC INPUT

BINOTES

ANT2 Jack supports power supply for satellite antenna (13/18V,
0.5A max.)

Check the jacks for position and type before making any
connections. Loose connections can result in image or color
problems. Make sure that all connections are tight and secure.

Not all A/V devices have the ability to connect to a TV, please
refer to the user’s manual of your A/V device for compatibility
and connections procedure.

Before connecting external equipment, remove the mains plug
from the wall socket. Otherwise, it may cause electric shock.

Service jack is not available for you to connect an external
device. It can only be used by our factory for testing purposes.

DVB-5/S2
13/18V=0.5A

RONT)
o ]

SERVICE HEADPHONE

©

Y
IMON INTERFACE (CARD FACE Fi

©
AV IN

[ coM

—
HDMI 1
4K@60HZ

—
HDMI 2(eARC)
4K@60Hz

HDMI 3
4K@60Hz

= =)
USB 2

AUDIO OUT DC 5V =1A(MAX)

]
DIGITAL

=i
==
LAN

(




TV Rear

65“

LAN DIGITAL

AUDIO OUT

AC INPUT

Oe:

BINOTES

ANT2 Jack supports power supply for satellite antenna (13/18V,
0.5A max.)

Check the jacks for position and type before making any
connections. Loose connections can result in image or color
problems. Make sure that all connections are tight and secure.

Not all A/V devices have the ability to connect to a TV, please
refer to the user’s manual of your A/V device for compatibility
and connections procedure.

Before connecting external equipment, remove the mains plug
from the wall socket. Otherwise, it may cause electric shock.

Service jack is not available for you to connect an external
device. It can only be used by our factory for testing purposes.
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P LAN (Wired setup)

Connect your TV to your network by connecting the LAN port on the back of your
TV to an external modem or router using a LAN (Ethernet/Cat 5) cable. See the
illustration below.

It is recommended to use a modem or router that supports Dynamic Host
Configuration Protocol (DHCP). Modems and routers that support DHCP
automatically provide the IP address, subnet mask, gateway, and DNS, so you
don’t have to enter them manually. Most home networks already have DHCP.

TV JACK
. IP Sharer (Router) External Modem
= (with DHCP server) (ADSL / VDSL / Cable TV)
LAN
EREEEEEE . cooew 9@ )
{E LAN Cable LAN Cable Modem Cable

Wireless setup

To connect your TV to your network wirelessly, you need a wireless router or
modem. See the illustration below.

The built-in Wireless LAN Adapter supports the IEEE 802.11b/g/n
communication protocols. It is recommended to use IEEE 802.11n router. Low
transfer rates for b/g may have the influence on the quality of streamed videos
and other media.

——

Wireless LAN Adapter
built-in TV set

BINOTES

You must use the built-in Wireless LAN Adapter to use a wireless network because
the set doesn’t support external USB network adapters.

If the wireless router supports DHCP, your TV can connect more easily to the wireless
network.

If you apply a security system other than the systems listed below, it will not work with
the TV.

Security system: WPA, WEP, WPA2.

In order to guarantee smooth network, the distance between router and TV should be
less than 10 metres.
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© G Video Camera
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Headphone (not included)
HEADPHONE
HEADPHONE
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Excessive sound pressure from earphones and headphones
can cause hearing loss.
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Before you insert/remove the Cl+ module, ensure that the TV
is switched off. Then insert the Cl card into the Cl+ module in
accordance with the Service Provider's instructions.

Do not repeatedly insert or remove the Common Access
Module as this may damage the interface and cause a
malfunction.

You must obtain a Cl+ module and card from the service
provider of the channels you want to watch.

Insert the Cl+ module with the SmartCard in the direction
marked on the module and SmartCard.

Cl+ is not supported in some countries and regions; check with

usB

UsB US|
DC5V==0.5A(MAX)  DC 5V == 1A(MAX)

your authorized dealer.

A

BINOTES

When connecting a hard disk or a USB hub, always connect
the mains adapter of the connected device to the power
supply. Exceeding a total current consumption may result in
damage. The USB 1.1 and USB 2.0 devices maximum current
consumption are 500mA. The USB 3.0 device maximum
current consumption is 1A.

For individual non-standard high-capacity mobile hard disk, if
its impulse current is greater than or equal 1A, it may cause
TV-rebooting or self-locking. So the TV does not support it.

The USB port supports a voltage of 5V.
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Bluetooth remote control module specifications for /
ERF3M80H / ERF3N80H / ERF3AB80H

XF2472C

Frequency Range: 2.400GHz~2.4835GHz

Output Power(Max.): +4dBm (ERF3M80H/ERF3N80H)
Output Power(Max.): +4.5dBm (ERF3AB80H)

@ INPUT: Select input sources

(@ POWER: Switch the TV on or into standby mode

@ Number button: Direct channel selection or
numbers input

@ GUIDE: Display the Electronic Program Guide (DTV
mode)

@ CH.LIST: Display the Channel List on the screen
() Special function buttons

@ [=]: Display the Quick setup menu

Pl : Media content control function buttons

(@ Alvi<I>:Allow you to navigate the on-screen
menus and adjust the system settings to your
preference

OK: Confirm the selection in the on-screen menus
@ BACK: Return to previous menu

@2 EXIT: Exit the menu

(3 HOME: Enter the Home screen

VOL + /-: Adjust the volume

@ CH /v : Switch channel

@ MIC: Activate the microphone

@ SUBTITLE: Activate or deactivate the subtitle
mode

@ INFO: Display the present programme information
TEXT: Turn on/off the teletext function

MUTE: Mute or restore the TV sound

@ APP: Quick access to the app
4 : Custom button to launch input or apps quickly

@ APP: Quick access buttons to apps
MEDIA: Enter the media mode
BROWSER: Enter into BROWSER
85: Fast access to all applications

Bluetooth remote control module specifications for ERF3A80

/ ERF3B80H / ERF3C80H / ERF3D80H / ERF3E80H / ERF3I80H /
ERF3H80H / ERF3A80(0012) / ERF3B80H(0012) / ERF3C80H(0012)
1 ERF3D80H(0012) / ERF3E80H(0012) / ERF3I80H(0012)

WNF171

Frequency Range: 2.400GHz~2.4835GHz
Output Power(Max.): +4.5dBm

NOTE: The included remote control will vary depending on model, countries/regions. Check
information according to the actual remote control in the accessory bag.
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@ POWER: Switch the TV on or into standby mode
@ INPUT: Select input sources

@ Number button: Direct channel selection or
numbers input

@ GUIDE: Display the Electronic Program Guide (DTV
mode)

(®) CH.List: Display the Channel List on the screen
(® Special function buttons

@ [=]: Display the Quick setup menu

Pl : Media content control function buttons

@ Alv[<]>:Allow you to navigate the on-screen
menus and adjust the system settings to your
preference

OK: Confirm the selection in the on-screen menus
() BACK: Return to previous menu

@ EXIT: Exit the menu

(@3 HOME: Enter the Home screen

@ VoL + /- Adjust the volume

@3 CH /v : Switch channel

@ MUTE: Mute or restore the TV sound

@ TXT: Turn on/off the teletext function

@ INFO: Display the present programme information

SUBTITLE: Activate or deactivate the subtitle
mode

@ APP: Quick access buttons to apps
MEDIA: Enter the media mode
aaa/ 68 :AllApps

BROWSER: Enter into BROWSER

NOTE: The included remote control will vary depending on model, countries/regions. Check
information according to the actual remote control in the accessory bag.
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b Installing Batteries in the Remote Control

1. Slide the back cover to open the battery compartment
of the remote control.

2. Insert two AAA size batteries. Make sure to match
the (+) and ( - ) ends of the batteries with the (+)
and ( - ) ends indicated in the battery compartment.

3. Close the battery compartment with the cover.

BINOTES
Product image is only for reference, actual product may vary in appearance.

Handling the Batteries

Incorrect use of batteries may cause corrosion or battery leakage, which could
cause fire, personal injury or damage to property.

Only use the battery type indicated in this manual.
Do not mix old and new batteries or different types of batteries.

Do not dispose of used batteries as domestic waste. Dispose of them in
accordance with local regulations.

b Pairing the Remote Control (only for Bluetooth remote control)

Pair the remote to the TV after you power it on. Keep the remote control within 3
metres from the TV. Press any button (except power and mic button) to pair.

PINOTES
In special cases, press and hold [ [Z] ] button to pair.

If an unknown error occurred with the remote, then it could have been caused by
interference. Try to remove what's causing the interference and pair it again.

If an unknown error occurred in the remote control while the battery power is
normal, you can take out the batteries, press any key for 1~2 seconds, and insert
them back. Then the remote control will work normally.

The remote cannot be paired to the TV while the TV is in standby mode.




» Remote Control Operation Range

1. The remote control can work at a distance of up
to 8 metres in front of the TV set.

2. The remote control angle: taking the remote
sensor as an apex, 6 metres away, its controlled
horizontal angle is within £30°, while the vertical
angle is within £15°.

3. The operating distance may vary depending on
the brightness of the room. o

6m 8m 6m

Disposal of this unit

Product should not be damaged, dismantled or thrown in municipal waste.
It should be packed and handed over to authorised re-cycler.




Turning the TV on for the First Time

1. Connect the mains cable to the mains socket after you have completed all the

connections.

2. The first time you turn the TV on, it will go straight into the Installation Guide.

3. Press the [ A/ v [ <[ >] buttons to navigate the menu and change the settings.
Press the [OK] button to confirm.

Select your Select your desired language to be displayed on the menu.
Language Press menu button to set up your TV for store mode.
Connect to If your TV does not automatically detect an Ethernet connection,

the Internet

then use a wireless network, select your network from the list that
displays, also you can add a hidden network.

Select your
country

Select the Country where you will operate the TV.

Terms &
Conditions,
Privacy Policy

Your use of this device is subject to the End User License
Agreement, and lack of your acceptance of the End User License
Agreement will turn off all smart features of this device. Please
read the details carefully before you choose.

Enhanced viewing can automatically adjust the picture mode and

Enhanced sound mode so as to match with the current content displayed

Viewing on this device in case it is recognized by the automatic content
recognition service.

Sign in

your VIDAA Link your TV with VIDAA account.

Account

Name Your TV  Give your TV a name.

Select

your Voice Select your voice assistant you want to use on the TV.

Assistant

NOTE: The Guide above is for referencing purpose and may differ depending on models/

countries/regions.




& Features, appearance and specifications are subject to change without notice.

Item 43" 50"
MO g | ST s
Weight Without Stand | 15.0 Ibs (6.8 kg) 21.6 Ibs (9.8 kg)

With Stand 15.2 Ibs (6.9 kg) 22.0 Ibs (10.0 kg)

Active Screen Size (Diagonal) | 108 cm 126 cm
Screen resolution 3840 x 2160 3840 x 2160
Audio power TW +7W 8W + 8W
Operating mode power density | 0.015 Watts/cm? 0.020 Watts/cm?
Power consumption when turned off | N.A. N.A.
Power consumption in standby mode | 0.5 W 0.5W

Power consumption

Please refer to the rating label.

Power supply

Please refer to the rating label.

Receiving  Analog PAL-D/K, B/G, |, SECAM-D/K, B/G
S Digital DVB-T/T2, DVB-C, DVB-S/S2
Model ZDGF7638GU-T
Wireless
LAN Module Frequency Range | 2.4-2.4835GHz
specifications Output Power | ,  » 133561, 17dBm
(Max.)
Model ZDGF7638GU-T
Bluetooth
Module Frequency Range | 2.4-2.4835GHz
specifications (C;’llj;gl;t Power | ,, -, 835GHz Class1.6dBm

Environmental conditions

Temperature: 41°F - 95°F (5°C - 35°C)

Humidity: 20% - 80% RH

Atmospheric pressure: 86 kPa - 106 kPa

HDMI Input

RGB / 60Hz (640x480, 800x600, 1024x768)
YUV / 60Hz (480, 480p, 720p, 1080i, 1080p)
YUV / 50Hz (5761, 576p, 720p, 1080i, 1080p)
3840x2160 / 24Hz, 3840x2160 / 25Hz,
3840x2160 / 30Hz, 3840x2160 / 50Hz,

3840%2160 / 60Hz




Item 55" 65"
X X i 2% 8x29i
Dimension | "\thout Stand ?18222 x2 E7;'101 x27.2 Ir:(r::)e ) ?17422 3 23?4 x27j Ir:?:)e )
(WxHxD) . 48.5 x 30.4 x 11.5inches | 57.2 x 35.3 x 11.5 inches
With Stand (1232 x 773 x 291 mm) | (1452 x 896 x 291 mm)
Weight Without Stand | 24.9 Ibs (11.3 kg) 36.4 Ibs (16.5 kg)
With Stand 25.4 Ibs (11.5 kg) 36.8 Ibs (16.7 kg)
Active Screen Size (Diagonal) | 139 cm 164 cm
Screen resolution 3840 x 2160 3840 x 2160
Audio power 8W + 8W 10W + 10W
Operating mode power density | 0.016 Watts/cm? 0.013 Watts/cm?
Power consumption when turned off | N.A. N.A.
Power consumption in standby mode | 0.5 W 0.5W

Power consumption

Please refer to the rating label.

Power supply

Please refer to the rating label.

Receiving | Analog PAL-D/K, B/G, |, SECAM-D/K, B/G
systems Digital DVB-T/T2, DVB-C, DVB-S/S2
Model ZDGF7638GU-T
Wireless
LAN Module | Frequency Range| 2.4-2.4835GHz
specifications | Qutput Power | , , > 4335GH; 17dBm
(Max.)
Model ZDGF7638GU-T
Bluetooth
Module Frequency Range | 2.4-2.4835GHz

specifications

Output Power
(Max.)

2.4-2.4835GHz,Class1,6dBm

Environmental conditions

Temperature: 41°F - 95°F (5°C - 35°C)

Humidity: 20% - 80% RH

Atmospheric pressure: 86 kPa - 106 kPa

HDMI Input

RGB / 60Hz (640x480, 800x600, 1024x768)
YUV / 60Hz (480, 480p, 720p, 1080i, 1080p)
YUV / 50Hz (576i, 576p, 720p, 1080i, 1080p)
3840x2160 / 24Hz, 3840x2160 / 25Hz,
3840x2160 / 30Hz, 3840x2160 / 50Hz,

3840x%2160 / 60Hz




Recycling/Licenses

WEEE (Waste Electronic Electric Equipment)
European Directive 2012/19/EU

This symbol on the product or on its packaging indicates that this product
must not be disposed of with your household waste. Instead, it is your
responsibility to dispose of your waste equipment by handing it over to
a designated collection point for the recycling of waste electrical and
electronic equipment. The separate collection and recycling of your waste
equipment at the time of disposal will help to conserve natural resources
[ ] and ensure that it is recycled in a manner that protects human health
and the environment. For more information about where you can drop off
your waste equipment for recycling, please contact your local city office,
your household waste disposal service or the shop where you purchased the
product.

Batteries

In accordance with the Battery Directive, used batteries should not
be disposed of in the domestic waste. Dispose your batteries in the
collection containers specific for this purpose in retail stores.

ROHS (Restriction of Hazardous Substance)
European Directive 2011/65/EU

This European directive limits the use of dangerous and hazardous
substances which are difficult to recycle.

This allows recycling easily the EEE and contributes to the safeguard
of the environment.

Substances included in this product match to the RoHS directive.

Hnml” The terms HDMI and HDMI High-Definition Multimedia Interface, and

A DEFINITION MoLrIMEDIA ITERPAGE the HDMI Logo are trademarks or registered trademarks of HDMI
Licensing Administrator, Inc. in the United States and other countries.

Dolby, Dolby Vision, Dolby Audio, and the double-D symbol
De DOlb)’ pe Dolby are trademarks of Dolby Laboratories Licensing Corporation.
VISION AUDIO Manufactured under license from Dolby Laboratories. Confidential
unpublished works. Copyright © 1992-2020 Dolby Laboratories. All
rights reserved.




dts

For DTS patents, see http://patents.dts.com. Manufactured under license from DTS, Inc. (for
companies headquartered in the U.S./Japan/Taiwan) or under license from DTS Licensing Limited
(for all other companies). DTS, DTS-HD Master Audio, DTS-HD, Virtual:X, and the DTS-HD logo are
registered trademarks or trademarks of DTS, Inc. in the United States and other countries. © 2020
DTS, Inc. ALL RIGHTS RESERVED.

EPREL Registration Information

Model identifier

Eprel registration number

Model identifier

Eprel registration number

43A6G 413383 50A6G 407930
43A60G 413388 50A60G 407939
43A61G 413389 50A61G 407943
43A62G 413390 50A62G 407955
43A61GCH 413391 50A61GCH 407967
43A62GCH 413392 50A62GCH 407970
43A68GNE 413393 50A68GNE 407979
43A66G 413394 50A66G 407980
43A67G 413395 50A67G 407990
43A68G 413396 50A68G 407998
43A69G 413397 50A69G 408001
43A68GCH 413398 50A68GCH 408003
43A69GCH 413399 50A69GCH 408006
43A69GNE 413400 50A69GNE 408008
43A6GTUK 413401 50A6GTUK 408011
43A60GTUK 413402 50A60GTUK 408015
43A61GTUK 413403 50A61GTUK 408024
43A62GTUK 413404 50A62GTUK 408029
43A66GTUK 413405 50A66GTUK 408034
43A67GTUK 413406 50A67GTUK 408040
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Model identifier |Eprel registration number |Model identifier [Eprel registration number
55A6G 407956 65A6G 413502
55A60G 408016 65A60G 413504
55A61G 408021 65A61G 413506
55A62G 408023 65A62G 413507
55A61GCH 408026 65A61GCH 413508
55A62GCH 408027 65A62GCH 413509
55A68GNE 408028 65A68GNE 413510
55A66G 408031 65A66G 413512
55A67G 408033 65A67G 413513
55A68G 408035 65A68G 413514
55A69G 408037 65A69G 413515
55A68GCH 408038 65A68GCH 413516
55A69GCH 408043 65A69GCH 413517
55A69GNE 408045 65A69GNE 413518
55A6GTUK 408048 65A6GTUK 413519
55A60GTUK 408049 65A60GTUK 413520
55A61GTUK 408052 65A61GTUK 413521
55A62GTUK 408055 65A62GTUK 413522
55A66GTUK 408056 65A66GTUK 413523
55A67GTUK 408058 65A67GTUK 413524






